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m SPECIFICATIONS
¢ Voltage Rating : 250 V AC/DC
Current Rating : 3A AC/DC

g « Withstanding Voltage : 1,500V AC/minute
H ¢ Insulation Resistance : 500M ) min
o e Temperature Range : - 25°C to + 85C
e Contact Resistance : 15m () max
- = WAFER
A o Part No. : 2WB1141R-XX
U o e Poles : 2 - 20 (Right ; Angle)
] e Material : Contact : Brass, Tin Plated
, . . 0.60+0.05 Base : Nylon 66 UL94V-0
First Circuit A - 2.0 ’ . Q ty 1,000 pCS_/Bag
B+0.6
Dimensions(mm)
Poles A B
2 2.50 5.00
A+0.2 3 5.00 7.50
4 7.50 10.00
1.040.05 2.5 | 5 | 10.00 | 12.50 <]
6 12.50 15.00
fom\ 7 15.00 17.50
8 17.50 20.00
9 20.00 22.50
10 22.50 25.00
11 25.00 27.50
- 12 | 27.50 | 30.00
gl lgl el (gllg el lel el —$—9 o—6—6—0 13 | 30.00 | 32.50 —
—?_ TR ™ T '?' _m- S © 14 32.50 35.00
15 35.00 37.50
- - - 25 16 37.50 40.00
17 40.00 42.50
A 18 | 42.50 | 45.00
Recommended PCB Layout(Top View) 19 45.00 47.50
General Tolerances *0.05 20 47.50 50.00
TOLERANCE | LTR | REVISION RECORD | NAME | DATE | LTR [ REVISION RECORD | NAME | DATE . .
0 [+0.30 | /A [BCR RoHS compliant XXX_[2006/04/0] /o Singatron Enterprise Co., Ltd.
.00 | £0.20 | A\ ECR20£809—003 %ﬂi ;g?i/?g/% /A TITLE | 2.50mm Crimp Style Connectors Wafer
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