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A+0.1 m SPECIFICATIONS
¢ Current Rating : 3A AC/DC
2.54 ¢ Withstanding Voltage : 1,000V AC/minute
0 ¢ Insulation Resistance : 1,000M Q) min.
o~ e Temperature Range : - 25°C to + 85°C
¢ Contact Resistance : 20m () max.
P—4 m WAFER
e Part No. : 2WB1143-XX (% XX XX)
Recommended PCB Layout(Top View) DPoles:2~16PIN [0
TOLERANCE:+0.05 (QMaterial: Blank : PBT UL94V-0
VO : PAB6 UL94V-0
l—l ﬁ@Plated: Blank : Gold Flash Plated.
- T: Tin Plated
o A@DIP Length: Blank: DIP=3.4mm
woi 0 B B B B @ B B B B D: DIP=3.0mm
— — A- Packing : Bag
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3 Circult 2 Circult Dimensions(mm)
D+0.15 6.6 i - B ¢ D
: 2 254 7.62 5.60
3 5.08 10.16 8.14
- 4 7.62 12,70 10.68 5.08
% 5 | 1016 | 1524 | 1322 | 762
| A 6 | 1270 17.78 1576 | 1016
T 7 | 1524 | 2032 1830 [ 12.70
o X 8 | 17.78 | 2286 | 2084 | 1524
qH - ! 9 [ 2032 [ 2540 | 2338 | 17.78
I 10 | 2286 | 2794 | 2592 | P0.32
11 | 2540 | 3048 | 2846 | 22.86
v v s 12 | 27.94 | 33.02 31,00 | 25.40
13 | 3048 | 3556 | 3354 | 27.94
J U U U U U U L L 14 | 3302 38.10 36.08 | 30.48
H 7 15 | 3556 | 4064 | 3862 | 3302
0.64+0.05 2.54+0.08 3 25 16 | 3810 4318 4116 | 35.56
" : 17 | 4064 | 4572 | 4370 | 3810
A+0.20 18 | 4318 | 4826 | 46.24 | 4064
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