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m SPECIFICATIONS
e \oltage Rating : 125V AC/DC
Current Rating : 1A AC/DC

[ ]
e Withstanding Voltage : 250V AC /minute
¢ Insulation Resistance : 100M () min
Temperature Range : - 40°C to + 85C
Contact Resistance : 20m () max

= RECEPTACLE HOUSING
e PartNo.: 2WB1146-XX(XX)
[ONv

®Poles : 2- 15
Q@Color: Blank : Nature(Standard)
BK: Black
e Material : Nylon 66 UL94V-0
e Q'ty: Bag

Halogen Free

Dimensions (mm)
Poles A B c
cr92 2 1.25 | 425 | 2.95
01 2.5+0.1 3 2.50 5.50 4.20
4 3.75 6.75 5.45
5 5.00 8.00 6.70
| 6 6.25 9.25 7.95
% > 7 7.50 10.50 9.20
o) 8 8.75 | 11.75 | 10.45
% o 9 10.00 | 13.00 | 11.70
/ ™M 10 11.25 | 14.25 | 12.95
11 12.50 | 15.50 | 14.20
%) 12 | 13.75 | 16.75 | 15.45
13 15.00 | 18.00 | 16.70
B+0.25 3.2 14 16.25 | 19.25 | 17.95
15 17.50 | 20.50 | 19.20
TOLERANCE | LTR REVISION RECORD | NAME | DATE Sinaat Ent ise C Ltd
.0 +0.30 | A\ | RoHS compliant ECR |os/04/01 Ingatron tnterprise Lo., .
.00 [ +0.20]| A [ DG 200612-005 ECR |o6/12/14 . N
.000 | £0.10 | /A | DG_200704—004 EGR Jor/oa/1s LILE 'f‘r""'“ Crimp Style Connectors Receptacle Housing
ANGLE | /A | 200807-005 ECR [os/07/03 |DWN | % /%3 |PART NO.2WB1146-XX(XX)
0° +1° /A 200811-002 ECR |os/11/05 |CHKD| A %% [SCALE 1:1 |UNIT: _mm @ =1
.0° + /6\ 200812-006 ECR los/12/05 |APVD| &% #% |SIZE: A3 |SHEET:1 OF 1|REV: a7
sHeeT | 11 A | EHE=AE %&% |13/09/110 CUSTOMER COPY
1 2 3 4 5 | 6 7 | 8

A8 RD-06-043-A
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