m SPECIFICATIONS F
¢ Current Rating : 1A AC/DC

* Withstanding Voltage : 500V AC/minute
* Insulation Resistance : 100M Q2 min.

7.25

(7.05) Temperature Range : - 25°C to + 85C

Contact Resistance : 20m () max.

(5.45)

= WAFER
« Part No. : 2WB1254DR-XXx2(X) XX

D @06 E
S:l O Poles : 10x2~25x2 (Right Angle)

Recommend P.C.B. Layout N .
@ Blank : Tin-Plated Over Nickel

{C‘““” Mo N L G : Gold-Plated Over Nickel

O N 2 NM : Mate Tin Over Nickel —

® Packing : Blank : Tape & Reel
/A : Tube

o Material : Base : PA6T UL94V-0

Contact : Phosphor Bronze,(Reference to the above plating options) D

Solder Nail : Phosphor Bronze, Tin-Plated Over Nickel

lIlIlIlIlIlIlIlIlIl\
Circuit No.2

B+0.30 5.15 ::]

_ Dimensions(mm) c
7
0 10X2| 9.00 | 13.10 | 12.35
3 15X2| 14.00 | 18.10 | 17.35
20X2| 19.00 | 23.10 | 22.35 —
T 25X2| 24.00 | 28.10 | 27.35
2-0.2t
1.00£0.10 0.2040.05 1.50 0.70 B
A£0.20
Section A—-A
C+0.20
TOLERANCE | LTR | REVISION RECORD | NAME [ DATE ; .
) 30.30 | A\ T Pin 1 5k 05/05/15 Singatron Enterprise Co., Ltd.
.00 | #0.20 | A |ECR DG 200612—-003 |4+ |06/12/07 :
000 [ 20.10 [ 4 | ECR 200801007 | srur [osjoiro] /7. | 1-00mm Disconnectabe crimp sile comeckors Wafer
ANGLE /N | ECR 200801—007 | #ts_[08/01/30|OWN | %315 |PART NO.2WB1254DR-XXx2(X) XX| A
0" [ #£1° | A | ECR 200807-011 |5 #t% |08/07/11|CHKD| B & E |SCALE 1:1 |UNIT: mm | € =%
0 [ = A\ | SRR | i |10/11/26[APVD| k%% [SIZE: A3 [SHEET:1 OF 1|REV: a7
sheer | 1/1 | A S, R i £an3 [14/09/04 CUSTOMER COPY
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