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Recommended PCB Layout 
General tolerance±0.05 
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Dimensions (mm) Poles Dimensions (mm) 
A B C A B C 

C 

1.00 4.00 2.45 13 12.00 15.00 13.45 
2.00 5.00 3.45 14 13.00 16.00 14.45 
3.00 6.00 4.45 15 14.00 17.00 15.45 
4.00 7.00 5.45 16 15.00 18.00 16.45 
5.00 8.00 6.45 17 16.00 19.00 17.45 
6.00 9.00 7.45 18 17.00 20.00 18.45 
7.00 10.00 8.45 19 18.00 21.00 19.45 B 
8.00 11.00 9.45 20 19.00 22.00 20.45 
9.00 12.00 10.45 21 20.00 23.00 21.45 

10.00 13.00 11.45 22 21.00 24.00 22.45 
11.00 14.00 12.45 

Singatron Enterprise Co., Ltd. 

1.IXknm WIRl 10 OOARD CINtlCIII, SUI &
PART N0.2WB1254R-XX (XX)-XX-XX A
SCALE 1: 1 UNIT: mm -@- -E3-
SIZE: AJ SHEET:1 OF 1 REV: a24

CUSTOMER COPY 
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■ SPECIFICATIONS

• Voltage Rating : 50 AC/DC A
• Current Rating : 1 A AC/DC
• Withstanding Voltage : 500V AC/minute
• Insulation Resistance : 1 QOM O min
• Temperature Range: - 40

°

C to+ 85

°

C A
• Contact Resistance : 20m O max
■WAFER

• Part No. : 2WB1 254R-XX (XX)-XX-XX 
Code No :    CD @ @ © 
CD Poles : 02~22

Blank : Tin Plated 
G&G0 : Gold Plated LL.n.A

NM: Matte-Tin Plated 
@ Base Color : 

Blank : Nature
BK: Black 

@ Base Material : � 
Blank : Nylon 9T UL94V-0 

 NH: Nylon 6T/66 UL94V-0(Halogen Free) .&1£
NH1: Nylon 6T UL94V-0,Color: Nature(Halogen Free) 

.£ • Material :
1 .  Contact : Phos. Bronze
2. Solder Tab: Brass
3. Base : Refer the above options

• Q' ty: 1,000 pcs./Reel �

16'1¾ l +ii M 1i ,\ 
l6'JH'!@.!1i,\ 
1Mil'l.Jirl'U,-40"C 
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L5: LCP UL94V-0(Halogen Free) 

@Plated: 




