1 2 | 3 4 JL 5 6 | 7 | 8
=L om A\ SPECIFICATIONS
S . Voltage Rating : 125V AC/DC F
- . Current Rating : 1A AC/DC
u{@ﬂ o B e e 0 B B B B ] Withstanding Voltage : 250V AC/minute
- . Insulation Resistance ; 100MQ min L
1254005 . Temperatute Range : -40° Cto +85° C
. Contact Resistance : 20m&Q max
A+015
NOTES: :
1. Matetial: Thermoplastic, UL94V-0
2. Q'ty : 1,000 Pcs/Bag
3. Part No. N
050 R 150 " 2WB1 258-XX-XXXX-XX
C£0.25 1.25 Poles: 2~30P — Blank: Normal D
Blank: PBT ~——— — NH: Halogen Free
[ D i D0: PAG6(NH) Blank: Normal
Ell Ell / — BK:Black <]
ol - - - -
:l;. S § L Poles - Dlmenleons - Poles - Dlmenleons -
/- 16 18. 75 20. 22 17. 50
| | 02 1..25 2.72 - 17 20. 00 21.47 18. 75 C
—L 03 2..50 3.97 = 18 21..25 22.72 20. 00
3 o 04 3.75 5.22 2.50 19 22.50 23.9% 21.25
05 5.00 6.47 3: 75 20 23.75 25.:22 22..50
06 6..25 T.. 72 5. 00 21 25. 00 26. 47 22.50
1 80 07 7.50 8.97 6. 25 22 26. 25 27. 72 22..50 |
= 08 8.75 10. 22 7. 50 23 27.50 28.197 22.50
09 10. 00 11.47 8.75 24 28.75 30. 22 22. 50
10 11..25 12.72 10. 00 25 30. 00 31.47 22..50
11 12,50 13.97 1T. 25 26 31.25 32.72 22.:50
- 12 13. 75 15,22 12. 50 27 32.50 33.97 22.50 B
5;7 13 15. 00 16. 47 13: 75 28 33.75 35.22 22..50
- 15 17. 50 18. 97 16: 25 30 36. 25 3712 22..50
TOLERANCE REV | ECN.NO. REVISIONS REV.DRAWN | DATE Singatron Enterprise Co., Ltd.
X+ 050 |¥x 50 | A / DO sunquan |10-02/04 TITLE 1.25mm Crimp Style Connector
Xt 030 [Xx 20 || | _—" B R~D3 sunquan |10-07/28 [DYN | £ 2% % |PART NO.  2WB1258-XX A
XXt 020 |x¢x 10 |V |_—" BinRHRE sunquan [10-08/16 [CHKD| St#tik |SCALE 1:1 |UNT: _mm | & &%
— APVD | sk% 3% |SIZE: A3 |SHEET:1 OF 1|REV: K
XXX 0.10 [ .xxXt 0.5 K |ECN 14010 M R Zuochao [2014.03.27 CUSTOMER COPY
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