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DIM A+0.10 SPECIFICATION

) . Voltage Rating : 50V AC/DC
. Current Rating : 1A AC/DC

(PITCH

A+0.20 -—A‘M . Withstanding Voltage : 500V AC/minute

O . Insulation Resistance : 100MQ min
1.00£0.10 ot — . Temperature Range : —25°C to +85°C
(e . Contact Resistance : 20mQ max
g . Peel Strenth of Cover Tape :10gf~130gf
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. Material : Contact : Phosphor Bronze,
Tin Plated(Sn>1004",Ni>30u")
Gold Plated(AU>3u"Ni>30u™)
EAR: Brass,Tin Plated(Sn>100u",Ni>304")
Gold Plated(AU>0.8u",Ni>30u”)

65.65 Cap: PAST UL94V-0
Base : PA9T ULS4V-0
6.50 5.45 . Q'ty : 1'000pcs/Tape&Reel
. Halogen free product identification LOGO on the packing
Mated Housing: 2WB1288—-XX
T Terminal: 2WT1288-T
A C) LO
oY 9
t' < <
BB BB hoa g8 B A a
Tor T T T 7 T TroT A
050 |_0pr0 00 || AL 100
SECTION: A—-A
Poles Part No. DIM.A | DIM.B
AN | 16 | 2wei289-18 | 7.0 | 110 Singatron Enterprise Co., Ltd.
A 18 | 2wWB1289-18 8.0 12.0 TOLERANCE
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