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= SPECIFICATIONS

Voltage Rating : 1,400V AC/DC

Current Rating : 1A AC/DC.
Withstanding Voltage : 3,800V AC/minute
Insulation Resistance : 1,000M (2 min.
Temperature Range : - 25°C to + 85°C
Contact Resistance : 20m 2 max.
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s WAFER

e Part No. : 2WB2012-02 ,2WB2012-02(NM)
A« Poles : 2 (SMT Type)

e Material : Finish : 2WB2012-02 -Tin Plated ,
‘ 0.9+0.15 1.5£0.15 2WB2012-02(NM)-Mat-Tin Plated
‘ Contact : Phos. Bronze,
Base : Nylon 9T UL94V-0

e Q'ty: 1,200 pcs/ Tape & Reel

—~— B
'_'_
'-— B
3.5
\
3

3.50 TYP

0.1+0.05

| 7.60 | 0.85+0.1

1.9+0.1

T

S NN | \

—

IS

AN
RASRNRN

+0.1

/////I////////a

2z

10.50

0

v

gLl

////////////I///I///I//z

"r.[|==

3.2

L
T

w,

—n

e

O\

Recommended PCB Layout
General Tolerance *£0.05mm
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Assembly Layout (REF.)
Section : B-B

TOLERANCE | LTR | REVISION RECORD | NAME | DATE ; ;
0 | £0.30 | Ay [200012 002 Wk |008/12/07 Singatron Enterprise Co., Ltd.
.00 | +0.20 | A [#azsrtaz i [2013/04/08 .
000 | £0.10 | > |Fiisnick s iz TLE | 3.50mm Crimp Shle Connectors Wafer(SWT Type)
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