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A
1.25 : 2.5 m SPECIFICATIONS
o N e Voltage Rating : 250V AC/DC
2 Ll « Current Rating : 3A AC/DC
PP « Withstanding Voltage : 1000V AC/minute
¢ Insulation Resistance : 1,000M () min
e Temperature Range : - 25°C to + 85C
Recommanded PCB Layout » Contact Resistance : 20m () max
General tolerance£0.05 = WAFER
e Part No. : 2WB6002-XX(XX) (Straight)
l ) 0@
B @ B B @ @ Poles : 2- 15
/ (2) Base Material : Blank : Nylon 66 UI94V-2
o1/ VO : Nylon 66 UL94V-0
/A GW : Nylon66 UL94V-0(Glow Wire)
B+0.3 3.9 1.35 e Material : Contact : Brass, Tin Plated
e Q'ty : 1,000 pcs./Bag
JJ fan) /A /A EL A :
Poles Dim:nsions(g\m)
2 2.50 5.00
™~ 3 5.00 7.50
- 4 7.50 [ 10.00
~ 5 10.00 | 12.50
< 6 12.50 [ 15.00
\J N - 7 15.00 [ 17.50
o n _ _ L v 8 17.50 | 20.00
LTI T T T [/ 9 [ 20.00 | 22.50
¥ 10 | 22.50 | 25.00
M 11 | 25.00 | 27.50
g W U u 12 | 27.50 | 30.00
13 | 30.00 | 32.50
14 | 32.50 [ 35.00
2.500 0.64+0.05 4.9 15 1 35.00 | 37.50
A+0.2 5.8
TOLERANCE | LTR | REVISION RECORD | NAME [ DATE . )
0 +0.30 | A 0 AR |05/05/1 Singatron Enterprise Co., Ltd.
.00 | £0.20 | A\ |[EHEIE - MRCPH 3K Rkl [2012/11/23 :
000 T20.10 T A [ w0 Gl ?; T/ L 2:50mm Crimp Style Connectors Wafer
ANGLE N EEN R ES: % RAR [2017/03/03 DWN | #E# |PART NO. 2WB6002-XX(XX)
0° +1° A\ CHKD| B%% |SCALE 1:1 |UNIT: mm @ =1
.0° + /o APVD| &% |SIZE: A3 |SHEET:1 OF 1|REV:a4
sHEeT | 1/1 A CUSTOMER COPY
1 2 3 4 5 | 6 7 | 8
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