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Recommended PCB Layout

m SPECIFICATIONS

Current Rating : 3A AC/DC

Withstanding Voltage : 1,000V AC/minute
Insulation Resistance : 1,000M () min
Temperature Range : - 25°C to + 85C
Contact Resistance : 20m {2 max.

= WAFER
o Part No. : 2WB7002-XX( XX )(Right Angle)

MPoles : 2-15
(2Base Material:

O @

Blank: Nylon 66 UL94V-2

General Tolerances £0.05 3D VIEW A\ GW1: Nylon 66 UL94V-0(Glow Wire)
e Material : 1.Contact : Brass, Tin plated
AL0.2 1.2 2.Base: Refer of the above options
+ + .z : '
253010 ! 0.6420.05 e Q'ty: 1,000 pcs./Reel
| Dimensions(mm)
. o | Poles A B
- ™~ ! 2 2.50 5.00
1 | - | 3 5.00 | 7.50
0 o 4 7.50 10.00
. NS} r - 5 10.00 | 12.50
|I_|||I_|| |I_|| 6 12.50 | 15.00
]‘J. 1 LEla—l 7 15.00 | 17.50
B+0.3 31 8 17.50 | 20.00
9 20.00 | 22.50
10 22.50 | 25.00
11 25.00 | 27.50
| | 12 27.50 | 30.00
- T - T - T - O - I A 13 30.00 | 32.50
)/ 0 14 | 32.50 | 35.00
Pin1—/ 15 | 35.00 | 37.50
_EOLER'::;_:go LZTtR REVIS;\Z:‘ RECORD NQXMXE lex[}glix Singatron Enterprise Co., Ltd.
.00 | £0.20 | A\ | ##¥EiE&HE0IDRE ¥ [11/01/25 .
000 2010 | A | St mrismnin TE ]| 2,50mm Crimp Style Connectors Wafer
ANGLE N DWN | % B4R |PART NO. 2WB7002-XX( XX )
0 | 21° | A CHKD| /8 % /& [SCALE 1:1 [UNT: mm | @& <%
o T A APD| 3. % 3% |SIZE: A3 |SHEET:1 OF 1|REV: a3
SHEET | 1/1 A CUSTOMER COPY
1 4 S 6 7 | 8 Jef R RD-06-043-A
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