CAP

SPECIFICATIONS

Current Rating: 2A AC,DC

Voltage Rating: 250V AC,DC
Temperature Range: —-25°C ~ +85°C
Contact Resistance: 30mQ Max.
Insulation Resistance: 1000OMQ Min.
Withstanding Voltage: 800V AC/minute
Pin Material: Brass/Gold—flash
Material: Nylon 6T,UL24V—-0

Cap: Nylon 6T,UL94V-0,Natural(Beige)
Calor: Natural(Beige)

Ordering Information & Dimensions

r:__ PART NO. Dimensions

2WBA221T1WVA—=SF—2X02P | 2.00 | 6.00 | 4.00
2WBA2211WVA—SF-2X03P | 4.00 | 8.00 | 6.00
ﬁ — > 2WBAZ2211WVA—SF—2X04P | 6.00 [ 10.00 | 8.00
— 2WBA2211WVA-SF-2X05P | 8.00 | 12.00 | 10.00
| L—- 2WBA2211WVA=SF—-2X06P | 10.00 | 14.00 | 12.0Q
QL 0FOL'G 2WBA2211WVA—SF—2X07P | 12.00 | 16.00 | 14.00
2WBA2211WVA-SF—-2X08P | 14.00 | 18.00 | 16.00 <]
2WBA2211WVA—-SF—-2X09P | 16.00 | 20.0D0 | 18.00
2WBA2211WVA-SF-2X10P | 18.00 | 22.00 | 20.00
2WBA2211WVA-SF-2X11P | 20.00 | 24.00 | 22.00
>C|:| — 2WBAZ221T1TWVA-SF-2X12P | 22.00 | 26.00 | 24.00
T 2WBA2211WVA-SF—2X13P | 24.00 | 28.00 | 26.00
2WBAZ211WVA-SF-2X14P | 26.00 | 30.0D | 28.00
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2WBA2211WVA-SF—-2X16P | 30.00 | 34.00 | 32.00
2WBA2211WVA-SF-2X17P | 32.00 | 36.00 | 34.00
2WBA2211WVA-SF-2X18P | 34.00 | 38.00 | 36.00
2WBAZ21T1WVA-SF-2X19P | 36.00 | 40.0D0 | 38.00
2WBA2211WVA-SF—2X20P | 38.00 | 42.00 | 40.00
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UNLESS OTHERWISE : :
SPEGIFED TOLERANCES Singatron Enterprise Co., Ltd.

DECIMALS: ANGLES: |TITLE 2.00mm PITCH 180 'WAFER-SMT TYPE

= RS 005 02T § %262?5 (X :2Z" |DWN J=eios 0| PART NO. 2WBA2211WVA-SF-2XNP
B2 REVISE 2007.02.27 | 4 Yxv+0. 05 XX 21" [CHKD SCALE 1:1 |UNIT:  mm @ =t
AL .Uo

B1 REVI SE 2006. 0. 27 APVD |ssinoo0s. 1.04| SIZE: A3 |SHEET:1 OF 1|REV: 83

BO NEW RELEASE 2005.12. 05

REV. DESCRI PTION DATE CUSTOMER COPY
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2WBA2211WVA-SF-2X15P | 28.00 | 32.00 | 30.00 —
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C
Carrier tape ‘ <
/_ 3 pcs Empty cl> ﬁ
Numbar of Contacts W+0.3 F+0.1 S+0.1 | Q'ty/Reel (¢ | x S
2X02P 16 7.50 400 A‘V f Y
2X03P 24 1150 400 T‘é"' Pf"‘ Connector J_ B
2X04P 24 11.50 400 (Empty). packaging part Leader part
2X05P 24 11.50 400 3 pes Backup connector (E';‘gg)mln
2X06P 24 11.50 400 ) WH1.5
2X07P 32 14.20 98.40 400 B
2X08F 32 14.20 28.40 400
2X09F 32 14.20 28,40 400
2X10F 44 20.20 40.40 400
2X11P 44 20.20 40.40 400
2X12P 44 20.20 40.40 400 UNLESS OTHERWSE T
2X13P 4“4 2020 4040 400 Singatron Enterprise Co., Ltd.
TS ” 050 T 2020 1 400 SPECIFED TOLERANCES 9 P ,
2X15P 56 26.20 52.40 400 DECIMALS: ANGLES: |TITLE 2.00mm PITCH 180 WAFER-SMT TYPE TAPING SPEC.
s - e e 1 X0. 25 X 2" |DWN |2007.07.27 |PART NO.2WBA2211WVA-SF-2XNP__| A
2X17P 56 26.20 52.40 400 X X040, 15 XX+ {CHKD SCALE 11 1UNT:
2X18P 56 26.20 52.40 400 = T oor oo X XXX+0. 05 e = :omm | &=t
2X19P 56 26.20 52.40 400 A0 NEW RELEASE 2007 07 27 APVD 2007.07.27 SIZE: A3 SHEET:1 OF 1 REV.' Al
2X20P 56 2620 52.40 400 REV. DESCRIPTION DATE CUSTOMER COPY
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