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13.00 » SPECIFICATIONS

< 3.00 ¢ Current Rating: 7A AC/DC

Withstanding Voltage : 1500V AC/minute
Insulation Resistance : 1,000M () min F
Temperature Range : - 25°C to + 85C
Contact Resistance : 10m{) max
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(@) T: Standard Process, Brass E

PBT: Standard Process, Phos. Bronze
TH : High Crimp, Brass
PBTH : High Crimp, Phos. Bronze A\
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[ ' THP : Stamping befor Plated, High Crimp, Brass
2.00 0.85+0.15 PBTHP : Stamping befor Plated, High Crimp, Phos. Bronze Ab
TP : Stamping befor Plated, High Crimp, Brass

PBTP : Stamping befor Plated, High Crimp, Phos. Bronze
2WT1121-T/TP/PBT/PBTP ping 9 P A,
T8 « Applicable Wires: /A

1. Standard : AWG# 18 ~ 22
‘ =209~ 2. High Crimp : AWG# 16 ~ 20 <]

1.15%0.15

Material :Refer the above narrative
Plated : Tin Plated

Thickness : 0.25mm

Mating Housing :2WB1121-XX C
Mating Wafer :2WB1120-XX,2WB1120R-XX
Q' ty: 3,500 pcs./Reel
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2WT1121-TH/TPH/PBTH/PBTHP A
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4.85+0.3
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REVISION RECORD NAME | DATE . .
A Bal@EMIE AL ELEYE | £ 9RE [2010/09/28 Singatron Enterprise Co., Ltd.

1% B % AR i 4y 2010110027 . .
— o T WLE 3.96mm Crimp Style Connectors Terminal

ANGLE s 5% [ovarios | DWN | FI% % |PART NO. 2WTH121-XXXX fh | A
0° +1° Ty A Z B |201801716 |CHKD| 5 #+i% [SCALE 1:1 |UNI: _mm | & =3
0° + APVD | sk#s% |SIZE: A3 |SHEET:1 OF 1|REV:al1

SHEET | 1/1 CUSTOMER COPY

TOLERANCE
-0 +0.30
.00 +0.20
.000 +0.10
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