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B SPECIFICATIONS
A o Current Rating: 3A AC/DC
/.50 5.9040.02 + Withstanding Voltage : 1000V AC/minute
\0_9 ;—H« ¢ Insulation Resistance : 1,000M£[ min
> o Temperature Range : - 25°C to + 85°C
- /A . 4 7( | 0.10 A + Contact Resistance: 20m(. max.
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DETAIL: A 5:1 Il TERMINAL
( | o PartNo.: 2WT1128-T
‘ 1 sla o « Applicable Wires: AWGH#22-28
| [ﬂl | ‘m o 2 [;;4 S ¢ Finish : Tin Plated
é -t = AN « Thickness : 0.20X10.5mm
2 J & « Q'ty: 8000 pes./Reel
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TOLERANCE [ LTR [ REVISION RECORD | NAME | DATE [ LTR [ REVISION RECORD | NAME | DATE
-0 £0.30 | A\ $E3DIE T &) AP [ I5 | A\ Singatron Enterprise Co., Ltd.
.00 [+0.20 SEALATEE ot ie TR P DS | 14/2/20 - -
000 | £0.10 ﬁ S ﬁ TIMLE | 2.50mm Crimp Style Connectors Teminal
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SHEET T/1 ﬁ Conforms to The RoHS Instruction APYD ﬁ%ﬁcsggﬁ;‘oﬁERSggg; OF 1|REV-a2
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