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Il SPECIFICATIONS
¢ Current Rating : 3A AC/DC
¢ Withstanding Voltage : 800V AC/minute
/.00 81.60 A 0.20+0.02 | * Insulation Resistance : 1,000M Q2 min
e Temperature Range : - 25°C to + 85°C
L « Contact Resistance : 20m (2 max
[l TERMINAL
e Part No.: 2WT1131-T
© e Applicable Wires : AWG# 22 ~ 28
0 ¢ Material : Phos. Bronze
T T ° « Finish : Tin Plated
ﬁ_\_ ¢ Thickness : 0.2mm
— TS > « Q' ty: 10,000pcs./Reel
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TOLERANCE LTR REVISION RECORD | NAME | DATE | LTR |REVISION RECORD | NAME | DATE . .
X0 £0.30] A [RolS Comliant ol A Singatron Enterprise Co., Ltd.
00 20204 2 e e LAt W TITLE | 2.50mm Crimp Style Connectors Terminal
: >zo..Mo.8 T L DWN | /=% [PART NO. 2WT1131T
o T 5 CUSTOMER CHKD| ra=zp= |SCALE 1:1 [UNIT:  mm & =
o x N APVD | sE % |SIZE: A3 |SHEET:1 OF 1|REV: a3
SHFFT | 1/1 A Conforms to The RoHS Instruction CUSTOMER COPY
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