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~ = SPECIFICATIONS
< e Voltage Rating : 250 V AC/DC
. e Current Rating : 3A AC/DC
N2 NY N ¢ Withstanding Voltage : 1,000V AC/minute
B L = B L = « Insulation Resistance : 1,000M ) min —
= T T | | ] e Temperature Range : - 25°C to + 85°C
: ! 0.55+0.10 : e Contact Resistance : 20m () max
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! | e Part No. : 2WT1142-T, 2WT1142-T(G) : GP Produces
i N | Tin Plated g:GéJId Plated 1u"
e T 1:Gold Plated 15u"
: e 5% JEL I o - : G2:Gold Plated 30u”
| PN | . ) . G3:Gold Plated 3u"
: ol ~ o : ¢ Applicable Wires : AWGH# 22 - 30
| M N | * Material : Phos. Bronze
e C :  Finish : Tin Plated, Gold Plated(Gold Flash)
D N L | | * Thickness : 0.2mm C
s : e Q'ty:1,5000 pcs./Reel
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TOLERANCE LTR | REVISION RECORD | DATE . .
0 +0.5 | ECR | DG 200608004 |06/08/15]  Singatron Enterprise Co., Ltd.
'880 ig'f ECR DS 200617-005 g%}%gg mnE | 2.54mm Crimp Style Connectors Terminal
AL | £ [ A [enious v [13/08/23|0WN | #6-1 & [PART NO.2WT1142-T,2WT1142-T(G)| p
ANGLE CHKD| /& % B |SCALE 1:1 [UNIT:  mm @ =1
(o} T APVD | 3k F =% |SIZE: A3 |SHEET:1 OF 1|REV: a4
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